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§ 174.750 Incidents involving leakage. 

(a) In addition to the incident report-
ing requirements of §§ 171.15 and 171.16 
of this subchapter, the carrier shall 
also notify the offeror at the earliest 
practicable moment following any inci-
dent in which there has been breakage, 
spillage, or suspected radioactive con-
tamination involving Class 7 (radio-
active) materials shipments. Transport 
vehicles, buildings, areas, or equipment 
in which Class 7 (radioactive) materials 
have been spilled may not be again 
placed in service or routinely occupied 
until the radiation dose rate at every 
accessible surface is less than 0.005 
mSv per hour (0.5 mrem per hour) and 
there is no significant removable radio-
active surface contamination (see 
§ 173.443 of this subchapter). 

(b) The package or materials should 
be segregated as far as practicable 
from personnel contact. If radiological 
advice or assistance is needed, the U.S. 
Department of Energy (DOE) should 
also be notified. In case of obvious 
leakage, or if it appears likely that the 
inside container may have been dam-
aged, care should be taken to avoid in-
halation, ingestion, or contact with the 
Class 7 (radioactive) material. Any 
loose Class 7 (radioactive) materials 
should be left in a segregated area and 
held pending disposal instructions, 
from qualified persons. 

[Amdt. 174–26, 41 FR 16092, Apr. 15, 1976, as 
amended by Amdt. 174–42, 48 FR 10245, Mar. 
10, 1983; Amdt. 174–61, 51 FR 34987, Oct. 1, 
1986; Amdt. 174–65, 53 FR 38274, Sept. 29, 1988; 
Amdt. 174–68, 55 FR 52684, Dec. 21, 1990; Amdt. 
174–80, 60 FR 50332, Sept. 28, 1995] 
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AIRCRAFT 
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Regulations 

Sec. 
175.1 Purpose, scope and applicability. 
175.3 Unacceptable hazardous materials 

shipments. 
175.8 Exceptions for operator equipment and 

items of replacement. 
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Handling 

175.75 Quantity limitations and cargo loca-
tion. 

175.78 Stowage compatibility of cargo. 
175.88 Inspection, orientation and securing 

of packages of hazardous materials. 
175.90 Damaged shipments. 

Subpart C—Specific Regulations Applica-
ble According to Classification of Ma-
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175.310 Transportation of flammable liquid 
fuel; aircraft only means of transpor-
tation 

175.501 Special requirements for oxidizers 
and compressed oxygen. 

175.630 Special requirements for Division 6.1 
(poisonous) material and Division 6.2 (in-
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175.700 Special limitations and require-
ments for Class 7 materials. 

175.701 Separation distance requirements 
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active) materials in passenger-carrying 
aircraft. 

175.702 Separation distance requirements 
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175.703 Other special requirements for the 
acceptance and carriage of packages con-
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175.704 Plutonium shipments. 
175.705 Radioactive contamination. 
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AUTHORITY: 49 U.S.C. 5101–5128, 44701; 49 
CFR 1.45 and 1.53. 

SOURCE: 71 FR 14604, Mar. 22, 2006, unless 
otherwise noted. 

Subpart A—General Information 
and Regulations 

§ 175.1 Purpose, scope and applica-
bility. 

(a) This part prescribes requirements 
that apply to the transportation of 
hazardous materials in commerce 
aboard (including attached to or sus-
pended from) aircraft. The require-
ments in this part are in addition to 
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other requirements contained in parts 
171, 172, 173, 178, and 180 of this sub-
chapter. 

(b) This part applies to the offering, 
acceptance, and transportation of haz-
ardous materials in commerce by air-
craft to, from, or within the United 
States, and to any aircraft of United 
States registry anywhere in air com-
merce. This subchapter applies to any 
person who performs, attempts to per-
form, or is required to perform any 
function subject to this subchapter, in-
cluding—(1) Air carriers, indirect air 
carriers, and freight forwarders and 
their flight and non-flight employees, 
agents, subsidiary and contract per-
sonnel (including cargo, passenger and 
baggage acceptance, handling, loading 
and unloading personnel); and 

(2) Air passengers that carry any haz-
ardous material on their person or in 
their carry-on or checked baggage. 

(c) This part does not apply to air-
craft of United States registry under 
lease to and operated by foreign na-
tionals outside the United States if: 

(1) Hazardous materials forbidden 
aboard aircraft by § 172.101 of this sub-
chapter are not carried on the aircraft; 
and 

(2) Other hazardous materials are 
carried in accordance with the regula-
tions of the State (nation) of the air-
craft operator. 

§ 175.3 Unacceptable hazardous mate-
rials shipments. 

A hazardous material that is not pre-
pared for shipment in accordance with 
this subchapter may not be offered or 
accepted for transportation or trans-
ported aboard an aircraft. 

§ 175.8 Exceptions for operator equip-
ment and items of replacement. 

(a) Operator equipment. This sub-
chapter does not apply to— 

(1) Aviation fuel and oil in tanks that 
are in compliance with the installation 
provisions of 14 CFR, chapter 1. 

(2) Hazardous materials required 
aboard an aircraft in accordance with 
the applicable airworthiness require-
ments and operating regulations. Items 
of replacement for such materials must 
be transported in accordance with 
paragraph (a)(3) of this section. 

(3) Items of replacement (company 
material (COMAT)) for hazardous ma-
terials described in paragraph (a)(2) of 
this section must be transported in ac-
cordance with this subchapter. When 
an operator transports its own replace-
ment items described in paragraph 
(a)(2), the following exceptions apply: 

(i) In place of required packagings, 
packagings specifically designed for 
the items of replacement may be used, 
provided such packagings provide at 
least an equivalent level of protection 
to those that would be required by this 
subchapter. 

(ii) Aircraft batteries are not subject 
to quantity limitations such as those 
provided in § 172.101 or § 175.75(c) of this 
subchapter. 

(b) Other operator exceptions. This sub-
chapter does not apply to— 

(1) Oxygen, or any hazardous mate-
rial used for the generation of oxygen, 
for medical use by a passenger, which 
is furnished by the aircraft operator in 
accordance with 14 CFR 121.574 or 
135.91. For the purposes of this para-
graph, an aircraft operator that does 
not hold a certificate under 14 CFR 
parts 121 or 135 may apply this excep-
tion in conformance with 14 CFR 
121.574 or 135.91 in the same manner as 
required for a certificate holder. See 
§ 175.501 for additional requirements ap-
plicable to the stowage of oxygen. 

(2) Dry ice (carbon dioxide, solid) in-
tended for use by the operator in food 
and beverage service aboard the air-
craft. 

(3) Alcoholic beverages, perfumes, co-
lognes, and liquefied gas lighters car-
ried aboard a passenger-carrying air-
craft by the operator for use or sale on 
the aircraft. Liquefied gas lighters 
must be examined by the Bureau of Ex-
plosives and approved by the Associate 
Administrator. 

(4) A tire assembly with a serviceable 
tire, provided the tire is not inflated to 
a gauge pressure exceeding the max-
imum rated pressure for that tire, and 
the tire (including valve assemblies) is 
protected from damage during trans-
port. A tire or tire assembly which is 
unserviceable or damaged is forbidden 
from air transport; however, a damaged 
tire is not subject to the requirements 
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